Small box. Large peace of mind.
Sun Fire V240 Server

THE RACK-OPTIMIZED, DUAL-PROCESSOR SYSTEM PROVIDES DATA CENTER-
CLASS AVAILABILITY IN A 2RU PACKAGE AT PC PRICING.



SUN FIRE" V240 SERVER

Powered by up to two 1-GHz UltraSPARC®
[lli processors, the Sun Fire™ V240 server is
the industry’s 64-bit, dual-processor, price/
performance leader. Its data center-class
availability in @ compact, 2RU package
sets the standard for rack-ready servers.
Four auto-negotiating Gigabit Ethernet
ports provide multiple connectivity for
high-speed, high-bandwidth networking,
while hot-swappable, front-accessible disk
drives and redundant, hot-swappable
power supplies (with independent cords)
further enhance the Sun Fire V240 server’s
uptime. With expandability features such
as three PCl slots, up to four disk drives,
and 8 GB of memory, the rack-optimized
Sun Fire V240 scales easily to meet the
needs of Tier 1 and Tier 2 applications.
With a low-cost, integrated SSL option on
the motherboard, the Sun Fire V240 pro-
vides fast, secure Web transactions with-
out sacrificing CPU cycles or a PCl slot.
The standard system configuration card
and serviceability features help enable
quick upgrades and repairs, while the
unit’s Advanced Lights Out Management
(ALOM) system and Sun Management
Center provide remote management to a
large number of servers from virtually
anywhere on the network.

SPECIFICATIONS

PROCESSOR OPTIONS

Processor One or two 1-GHz UltraSPARC® Illi Management Sun™ Management Center, SunVTS, SRS Ready, SRM, ALOM
Architecture 64-bit, 4-way Superscalar SPARC® Vg High Availability Sun Cluster 3.2

Cache 64 KB data, 32 KB instruction and 1 MB integrated L2 Sun ONE Sun ONE Web Server (Trial Version), Sun ONE Application
MAIN MEMORY Components Server (Platform Edition), Sun ONE Messaging Server, Sun

Four DIMM slots per processor, registered DDR-1 SDRAM
(PC2100) 128 bit + ECC databus
System configurations from 512 MB to 4 GB

STANDARD/INTEGRATED INTERFACES

ONE Directory Server, Sun ONE Studio, Sun ONE ASP Server,
Sun ONE Portal

*may require installation

POWER SUPPLIES
One required, two for redundancy (hot swappable) with
separate power cords

Network Four 10/100/1000-BaseT Ethernet -

Network One 10-BaseT Ethernet Maximum DC Output 400 W

Management ENVIRONMENT

Serial Management  One TIA/EIA-232-F (R45) Port AC Power 90 - 264 VV AC (47 - 63 Hz)

Serial One TIA/EIA-232-F asynchronous (DBY) Port Operating 5°C to 40°C (41°F to 104°), 10% to 90% relative humidity,

Scsl One Ultra160 SCSI multimode (SE/LVD) Temperature noncondensing, 27°C max. wet bulb

USB Two OHCI-1.0 Compliant Interfaces, supporting dual speeds Nonoperating -40°C to 65°C (-40°F to 149°), up to 93% relative humidity,
of 12 and 1.5 MB/sec. each Temperature noncondensing, 38°C max. wet bulb

Expansion Bus Three internal PCI 2.2 compliant expansion slots: Altitude Up to 3000 m, max. ambient temperature is derated
One 64-bit 33/66 MHz, 3.3 V full-length (operating) by 1°C per 500 m above 500 m
Two 64-bit 33 MHz, 5V full-length Altitude Up to 12000 m

System Configuration Front accessible for transfer of system configuration
Reader and Card information, including host ID

It FRTRY

(nonoperating)

Acoustic Noise Less than 7.1 B sound power in ambient temperature of

\ )

Security Optional Hardware Cryptographic Module, offering
security protocol acceleration via a daughter card

MASS STORAGE AND MEDIA

Internal Disk Up to four hot-swap Ultra160 SCSI 36-GB disks

Internal DVD One Slim-line ATAPI DVD-ROM (Optional)

External Disk Sun StorEdge™ A1000
Sun StorEdge D1000
Sun StorEdge A5200
Sun StorEdge D2

Sun StorEdge S1

Sun StorEdge T3A, T3B
Sun StorEdge 3310
Sun StorEdge 3510 FC

Sun StorEdge Unipack 4 mm DAT DDS-S (DAT Tape DDS-3)
Sun StorEdge Unipack 4 mm DAT DDS-S (DAT Tape DDS-4)
Sun StorEdge L9

Sun StorEdge DTL8000

External Tape

SOFTWARE
Operating Solaris™ 8 (Hardware Release 12/02 or later)
System Operating System Supported

Languages C/C++, FORTRAN, Java” programming language; all other
standard Sun-supported languages
Networking ONC", NFS, TCP/IP, SunLink™, OSI, MHS, IPX"/SPX

HEADQUARTERS SUN MICROSYSTEMS, INC., 4150 NETWORK CIRCLE, SANTA CLARA, CA 95054 USA
PHONE: 650 960-1300 or 800 555-9SUN  INTERNET: www.sun.com

up to 27°C
REGULATIONS
Meets or exceeds the following requirements:
Safety IEC60950, UL/CSA60950, EN60950
RFI/EMI FCC Class A, Part 15 47 CFR, EN55022, CISPR 22
Immunity EN55024
Certifications
Safety cULus Mark, TUV GS Mark, CE Mark
EMC CE Mark (93/68/EEC), FCC authorized Class A, VCCI, BSMI, CTICK
DIMENSIONS AND WEIGHT
Chassis
Height 87.66 mm (3.4 in.)
Width 425 mm (16.73in.)
Depth 635 mm (25 in.)
Weight 19 kg (41.8 b.) fully configured
Enclosure Fits into a standard 19-in.-wide rack. Four-post rack kit

adjustable between 720 mm and 925 mm

KEY APPLICATIONS
Application Server
ERP/CRM/E-commerce
Web Server
Security
Portal Server

SALES OFFICES

Sun Fire V120

N

LX50

Sun Fire V210

Sun Fire 280R

Sun Enterprise™ 250

Sun Fire V880

D

We make the net work.

AFRICA (NORTH, WEST AND CENTRAL): +9714-3366333 * ARGENTINA: +5411-4317-5600 * AUSTRALIA: +61-2-9844-5000 * AUSTRIA: +43-1-60563-0 * BELGIUM: +32-2-704-8000 * BRAZIL: +55-11-5187-2100 * CANADA: +905-477-6745 ® CHILE: +56-2-3724500 * COLOMBIA: +571-629-2323 * COMMONWEALTH OF INDEPENDENT STATES: +7-502-935-8411
CZECH REPUBLIC: +420-2-3300-9311 ® DENMARK: +45 4556 5000 ® EGYPT +202-570-9442 © ESTONIA: +372-6-308-900 ® FINLAND: +358-9-525-561 © FRANCE: +33-134-03-00-00 ® GERMANY: +49-89-46008-0 * GREECE: +30-1-618-8111 * HUNGARY: +36-1-489-8900 * ICELAND: +354-563-3010 ® INDIA: BANGALORE: +91-80-2298989/2295454;
NEW DELHI: +91-11-6106000; MUMBAI: +91-22-2018141 * IRELAND: +353-1-8055-666 * ISRAEL: +972-9-9710500 © ITALY: +39-039-60551 * JAPAN: +81-3-5717-5000 © KAZAKHSTAN: +7-3272-466774 ® KOREA: +822-2193-5114 LATVIA: +371-750-3700 ® LITHUANIA: +370-729-8468 * LUXEMBOURG: +352-49 11 33 1 * MALAYSIA: +603-21161888
MEXICO: +52-5-258-6100 ® THE NETHERLANDS:+00-31-33-45-15-000 * NEW ZEALAND: AUCKLAND: +64-9-976-6800; WELLINGTON: +64-4-462-0780 * NORWAY: +47 23 36 96 00 * PEOPLE’S REPUBLIC OF CHINA: BEIJING: +86-10-6803-5588; CHENGDU: +86-28-619-9333; GUANGZHOU: +86-20-8755-5900; SHANGHAI: +86-21-6466-1228; HONG KONG:
+852-2202-6688 * POLAND: +48-22-8747800 * PORTUGAL:+351-21-4134000 © RUSSIA: +7-502-935-8411 * SINGAPORE: +65-438-1888 * SLOVAK REPUBLIC: +421-2-4342-94-85 * SOUTH AFRICA: +2711-805-4305 ® SPAIN: +34-91-596-9900 * SWEDEN: +46-8-631-10-00 * SWITZERLAND: GERMAN: 41-1-908-90-00; FRENCH: 41-22-999-0444 * TAIWAN:
+886-2-8732-9933 © THAILAND: +662-344-6888 * TURKEY: +90-212-335-22-00 * UNITED ARAB EMIRATES: +9714-3366333 © UNITED KINGDOM: +44-1-276-20444 * UNITED STATES: +1-800-555-9SUN OR +1-650-960-1300 * VENEZUELA: +58-2-905-3800 * OR ONLINE AT SUN.COM/STORE

States and other countries. All SPARC trademarks are used under license and are trademarks or registered trademarks of SPARC International, Inc., in the United States and other countries. Products bearing SPARC trademarks are based upon an architecture developed by Sun Microsystems, Inc.  06/03

S U N TM Specifications are subject to change without notice. © 2003 Sun Microsystems, Inc. All rights reserved. Sun, Sun Microsystems, the Sun logo, IPX, Java, ONC, Solaris, Sun Enterprise, Sun Fire, SunLink, and Sun StorEdge are trademarks or registered trademarks of Sun Microsystems, Inc., in the United



